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6.2 Picture of the automatic release 

 

The device is equipped with an automatic release, that means the OPENING and CLOSING of the gripping arms 

results through the set down and lifting of the device. 

Pictures of the positions of the automatic release: 
 

       

• Device is lifted through the 
lifting equipment/carrier 

• Gripping arms are opened 

• Device is set up on the gripping 
good 

• Gripping arms are opened 

• Device is lifted through the lifting 
equipment/carrier 

• Gripping good is clamped and can 
be transported to the destination 

 

       

• With faulty switching, the 
change-over switch must 
be pushed back manually 
(e.g. with a screwdriver)    
1)

 

• Device is set down with the gripping good (on 
the ground) 

• Gripping arms are opening 

• Device is lifted through the 
lifting equipment/carrier 

• Gripping arms are opened 
(laydown position of the 
device on the ground) 

 

 

1) Otherwise there may be faulty switching and when setting down the load this can cause deformation 

or damage of the automatic release! 

The jerky lifting and lowering of the device with and without load. e.g. caused through driving fast with 
the lifting equipment/carrier over uneven grounds is forbidden 

 

 

When replacing a defective automatic release, 
it is essential to ensure that the slots of the two 
clamping pins always point downwards. 

The position of the slots must not be above or 
center, otherwise there is a risk that the 
automatic release may jam when switching! 
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7 Maintenance and care 

 

7.1 Maintenance 

 

To ensure the correct function, safety and service life of the device the following points must be 
executed in the maintenance interval. 

Used only original spare parts, otherwise the warranty expires. 

 

All operations may only be made in closed state of the device! 
For all operations you have to make sure, that the device will not close unintended. Danger of injury! 

 

7.1.1 Mechanics 

MAINTENANCE 

PERIOD 
Work to be carried out 

Initial inspection after  
25 operating hours 

• Check or retighten all fixing screws 
 (may only be carried out by a qualified person). 

Every 50 operating 
hours 

• Retighten all fixing screws (make sure that the screws are retightened 
according to the valid tightening torques of the corresponding strength classes). 

• Check all existing safety elements (such as folding pins) for proper function and 
replace defective safety elements. → 1) 

• Check all joints, guides, pins and sprockets, chains for proper function, readjust 
or replace if necessary. 

• Check gripper jaws (if present) for wear and clean, replace if necessary. 

• All existing sliding guides, rack gears and joints of moving parts or machine 
components must be greased / lubricated to reduce wear and for optimum 
movement sequences (recommended grease: Mobilgrease HXP 462). 

• Lubricate all grease nipples (if present) with grease gun. 

At least 1x per year  

(shorten the inspection 
interval in case of harsh 
operating conditions) 

• Inspection of all suspension parts, as well as bolts and brackets. Inspection for 
cracks, wear, corrosion and functional safety by an expert. 

 

 1)  

 
 

 
 

 

AUTOMATIC-RELEASE  

 

Never grease or oil the automatic-release! 

Clean with high-pressure cleaner when the automatic-release is dirty. 
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7.2 Trouble shooting 

 

ERROR CAUSE REPAIR 

The clamping-power is not big 

enough, the load is slipping out 
  

(optional) The grippers are worn Replace the grippers 

(optional) The maximum load is exceed Reduce the weight of. the load 

(Adjustment of the gripping range) 
(optional) 

The actual opening width is not 
correct 

Adjust the gripping range according 
to the load you want to transport 

(Property of material) 

The surface of the material is dirty or 

the material is not suitable / allowed 
for this device. 

Check the surface of the material or 

ask the manufacturer, if you the 
material is allowed for this device. 

Unbalanced load   

 
The device is not loaded 

symmetrically 
Adjust the position of the load 

(Adjustment of the gripping range) 
(optional) 

The adjustment of the gripping range 
is not symmetrical. 

Correct the adjustment of the gripping 
range 

Automatic release does not work   

mechanical (optional) Automatic release does not work 

Clean automatic release with high 

pressure-cleaner 

Correct faulty switching (→see 
chapter “Picture of the automatic 
release”) 

Change the inset of the automatic 
release 

 

7.3 Repairs 

 

 

Only persons with the appropriate knowledge and ability are allowed to repair the device. 

Before the device is used again, it has to be checked by a qualified person or an expert. 
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7.4 Safety procedures 

 

 

• It is the contractor’s responsibility to ensure that the device is checked by an expert in periods of 
max. 1 year and all recognized errors are removed (→ DGUV norm 100-500). 

• The corresponding legal regulations and the regulations of the declaration of conformity must be 
observed! 

• The expert inspection can also be done by the manufacturer Probst GmbH.  
Contact us at: service@probst-handling.de 

• We recommend affixing the inspection sticker "„Sachkundigenprüfung / Expert inspection" in a 
clearly visible place (order no.: 2904.0056+Tüv sticker with year number) after the inspection has 
been done. 

 

 

 The check by an expert must be proved! 

 

Device Year Date Expert Company 

     

     

     

     

     

     

     

     

     

     

     

 

  

mailto:service@probst-handling.com
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7.5 Hints to the type plate 

 

• Type, serial-number and production year are very important for the identification of your device. If 
you need information to spare-parts, warranty or other specific details please refer to this 
information´s. 

• The maximum carrying capacity/working load limit (WLL) is the maximum load which can be 
handled with the device. Do not exceed this carrying capacity/working load limit (WLL). 

• If you use the device in combination with other lifting equipment (Crane, chain hoist, forklift truck, 
excavator) consider the deadweight of the device. 

 

Example:  

7.6 Hints to the renting/leasing of PROBST devices 

 

With every renting/leasing of PROBST devices the original operating instructions must be 

included unconditionally (in deviation of the user´s country's language, the respective translations of 
the original operating instructions must be delivered additionally)! 

 

8 Disposal / recycling of devices and machines 

 

 

The product may only be taken out of service and prepared for disposal / recycling by qualified 
personnel. Correspondingly existing single components (such as metals, plastics, liquids, 
batteries/rechargeable batteries etc.) must be disposed of/recycled in accordance with the 
nationally/country-specific applicable laws and disposal regulations! 

 

The product must not be disposed of in household waste!  

 

 



 Probst GmbH Telefon +49 7144 3309-0 www.probst-handling.com 
Gottlieb-Daimler-Straße 6  Fax        +49 7144 3309-50 info@probst-handling.de 
71729 Erdmannhausen, Germany 

Proof of maintenance 

Warranty claim for this machine only apply for performance of the mandatory maintenance works (by an 
authorised specialist workshop)! After each completed performance of a maintenance interval the included 
form must be fill out, stamped, signed and send back to us immediately. 1) 

1) via e-mail to service@probst-handling.de / via fax or post

Operator: _ _ _ _ _ _ _ _ _ _ _ _ _ 

Device type: _ _ _ _ _ _ _ _ _ _ _ _ _ Article -No.: _ _ _ _ _ _ _ _ _ _ _ _ _ 

Device-No.: _ _ _ _ _ _ _ _ _ _ _ _ _ Year of make: _ _ _ _ 

First inspection after 25 operating hours 

Date: Maintenance work: Inspection by company: 
Company Stamp

……………………………………… 

Name   /   Signature 

All 50 operating hours 

Date: Maintenance work: Inspection by company: 
Company Stamp

……………………………………… 

Name   /   Signature 

Inspection by company: 
Company Stamp

……………………………………… 

Name   /   Signature 

Inspection by company: 
Company Stamp

……………………………………… 

Name   /   Signature 

Minimum 1x per year 

Date: Maintenance work: Inspection by company: 
Company Stamp

……………………………………… 

Name   /   Signature 

Inspection by company: 
Company Stamp

……………………………………… 

Name   /   Signature 

GB 
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